
WARNING:
Both raw and  fire retardant cedar products can contain natural oils and  a  level of tannic acid
that  can cause corrosion  to  unprotected  metals  and  concrete  surfaces.  For FSR  treated
cedar,  pre-painted  galvanized  or pre-painted  aluminum  gutters  are  highly  recommended.
When using copper  or  any  other  non  coated metal  (galvanized included),  flashings,
gutters,  and  valleys,  for FSR treated cedar,  coat  the  surface  with  2  coats of a clear
acrylic enamel finish. Initial water runoff can cause staining and corrosion if the proper
procedures are not followed.   A thorough  wash  and  rinse  (less than 125 psi) immediately
after  application  will  significantly  reduce  this  risk.  FSR Treatment Inc.  is  not  responsible
for any direct  or  indirect damages caused by water runoff.

Stainless steel fasteners (ASTM type 316) are recommended. Apply each 
shingle with two (only) fasteners.  Each fastener should be placed not more 
that 3/4" from the side edge of the shingle and not more than 1" above the 
exposure line. Use 3d (1-1/4") nails for 16" and 18" shingles, and 4d (1-1/2") 
for 24" shingles. In all cases, fasteners should be long enough to penetrate 
at least 3/4" or through the sheathing. Drive them flush, but not so that the 
head crushes the wood. 


